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mJ Chair installing

A
When installing the chair, please leave 31.5" of space behind 

the back-rest to allow free reclining. 

Unplug from outlet when installing parts of the massage chair. 

Before installing, please check all the parts in the following list. 

Massage cha,r part 

4 

Backrest pad 

7 8 

Controller holder 

11 12 
Philips screwdnver 

15 16 

M6 '55 Hex screws•4 

2 

Backrest 

5 D 6 

Back massage 
strength-control pad 

lg 

Power supply wire Flat head rival 

13 

q,5·20•2 Nylon spacer M4' 10 Pan head screws•4 

@ 17 0 
<!>6'18'2 Gasket•4 q,6 Spring waSher•4 

Side panel 

Pillow pad 

10 

Split pin 

14 

q,4·9• 1 Gasket•4 

Allen driver 

6 



Step 1: Remove the chair parts out of the two cartons: 

1) Massage chair part

3) Side panel

Note: The parts and the serial number of them in the below installation are corresponding

to the parts list.

Step 2: Connect pipes and terminals between the side panels and seat part as 

demonstrated in PIC 1. LED jack 

Remove 1 side of white male
air connector and attach 2 air 
hoses 

Valve jack 

PIC 1 

Step 3: Install side panels. 

1) Insert the side panels along the hook D to the holder C (on the seat) at 90 degrees as

demonstrated in PIC 2. 

2) Adjust the side panel to make the holes aligned, lock the hex screws as demonstrated

in PIC 3.

Note: 1) Please be careful to avoid scratching during installation. 

7 

2) The hex screws, gaskets and spring washers are packed in a small bag

marked ''1 ".

3) Please always bear in mind to fix the side panels to the chair without backrest,

meanwhile, lifting up the seat pad for easier to tighten the screws. Once you

fix one of the side panels, please don't tighten the two screws immediately until

you make sure the two screws are perfectly fitting to each holes.





Step 6: Install the backrest. 

Lift the backrest, then lower the backrest into the seat brackets. Securely lock the flat 

head bolts {A) into both sides (B) of the seat as demonstrated in PIC 5. 

A. Flat Head Bolt(on the backrest)

B. Holder(on the seat)

Before installment 

A 

After installment 

PIC 5 

Step 7: Attach the connecting rod (A) and the U stay fork of the reclining actuator {B) 

with a flat head rivet (C), and secure with a split pin (D), then connect the air pipe and 

the audio wire in both left and right sides as demonstrated in PIC 6. 

A. Connecting rod (on the backrest)

B. U stay fork of reclining actuator (on the seat)

C. Flat head rivet (part 9 in the list)

D. Split pin (part 10 in the list)

PIC 6 
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Remove white male air 
connector on 1 side of chair 
backrest or frame












































